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30 CFR Ch. I (7–1–13 Edition) § 18.15 

identified by a permanent marking on 
it in a conspicuous location. The design 
of such marking shall consist of capital 
letters USMSHA not less than 1⁄4 inch 
in height, enclosed in a circle not less 
than 1 inch in diameter. 

[33 FR 4660, Mar. 19, 1968, as amended at 43 
FR 12314, Mar. 24, 1978] st 

§ 18.15 Changes after approval or cer-
tification. 

If an applicant desires to change any 
feature of approved equipment or a cer-
tified component, he shall first obtain 
MSHA’s concurrence pursuant to the 
following procedure: 

(a)(1) Application shall be made as 
for an original approval or letter of 
certification requesting that the exist-
ing approval or certification be ex-
tended to cover the proposed changes 
and shall be accompanied by drawings, 
specifications, and related information, 
showing the changes in detail. 

(2) Where the applicant for approval 
has used an independent laboratory 
under part 6 of this chapter to perform, 
in whole or in part, the necessary test-
ing and evaluation for approval of 
changes to an approved or certified 
product under this part, the applicant 
must provide to MSHA as part of the 
approval application: 

(i) Written evidence of the labora-
tory’s independence and current rec-
ognition by a laboratory accrediting 
organization; 

(ii) Complete technical explanation 
of how the product complies with each 
requirement in the applicable MSHA 
product approval requirements; 

(iii) Identification of components or 
features of the product that are critical 
to the safety of the product; and 

(iv) All documentation, including 
drawings and specifications, as sub-
mitted to the independent laboratory 
by the applicant and as required by 
this part. 

(b) The application will be examined 
by MSHA to determine whether inspec-
tion or testing will be required. Testing 
will be required if there is a possibility 
that the change(s) may adversely affect 
safety. 

(c) If the change(s) meets the require-
ments of this part, a formal extension 
of approval or certification will be 
issued, accompanied by a list of new or 

revised drawings, specifications, and 
related information to be added to 
those already on file for the original 
approval or certification. 

(d) Revisions in drawings or speci-
fications that do not involve actual 
change in the explosion-proof features 
of equipment may be handled infor-
mally. 

[43 FR 12313, Mar. 24, 1978, as amended at 52 
FR 17514, May 8, 1987; 68 FR 36419, June 17, 
2003] 

§ 18.16 Withdrawal of approval, certifi-
cation, or acceptance. 

MSHA reserves the right to rescind, 
for cause, any approval, certification, 
acceptance, or extension thereof, 
issued under this part. 

Subpart B—Construction and 
Design Requirements 

§ 18.20 Quality of material, workman-
ship, and design. 

(a) Electrically operated equipment 
intended for use in coal mines shall be 
rugged in construction and shall be de-
signed to facilitate inspection and 
maintenance. 

(b) MSHA will test only electrical 
equipment that in the opinion of its 
qualified representatives is constructed 
of suitable materials, is of good quality 
workmanship, based on sound engineer-
ing principles, and is safe for its in-
tended use. Since all possible designs, 
circuits, arrangements, or combina-
tions of components and materials can-
not be foreseen, MSHA reserves the 
right to modify design, construction, 
and test requirements to obtain the 
same degree of protection as provided 
by the tests described in Subpart C of 
this part. 

(c) Moving parts, such as rotating 
saws, gears, and chain drives, shall be 
guarded to prevent personal injury. 

(d) Flange joints and lead entrances 
shall be accessible for field inspection, 
where practicable. 

(e) An audible warning device shall 
be provided on each mobile machine 
that travels at a speed greater than 2.5 
miles per hour. 

(f) Brakes shall be provided for each 
wheel-mounted machine, unless design 
of the driving mechanism will preclude 
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